309 PLUGS AND SOCKETS

Quick Reference

FOR THE POPU 309 PLUGS AND SOCKE
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110V 2P+E 4h CW6000TH GW60023H GW60105 GW60401 CW60423 GW62001H GW62023H GW62201H GW62224H
é 2P+E 6h GWG60004H | GW60026H GW60108 GW60404 GW60426 GW62004H | GW62026H OW62205H | GW62227H
§ 3P+E 6h GW60008H | GW60030H GW60M2 Gw60408 GW60430 GW62008H | GWE2030H CW62209H | GW6223TH
3P+N+E 6h GWG60009H | GW60031H GW60T3 GW60409 GW60432 GW62009H | GWE203TH GW62210H | GW62232H
2P+E 6h CWE0015H GW60037H GW60119 GW60415 CW60437 GW62015H GW62037H GWe2216H CW62238H
é 3P+E 6h CW6E0019H GW60041H GW60123 GW60419 CW60441 GWE62013H GW62041H CW62220H GWe62242H
a 3P+N+E 6h CGW60020H GW60042H GW60124 GW60420 GWe0442 GW62020H | GW62042H CW62221H GW62243H
3P+E 3h - GWE0145H CW60146 - GW 60482 - CW62128H - CW62283H
2 2P+E 6h - GW61048H - - GW61448 - GW63048H - GW63249H
E 3P4E 6h - GW61052H - - GW 61452 - GW63052H - GW63253H
3 3P+N+E 6h - GW61053H - - GW61453 - GW63053H - CW63254H
< 3P+E 6h - GW60060H - - GW 60460 - CW62060H - CW62261H
o 3P+N+E 6h - GW60061H - - GW60461 - GW6206TH - CW62262H
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2P+E 4h GW62401 GW62423 GW 62496 GW66001 GW 66445 GW66201N GWE605TN CW66501 GW66974
é 2P+E 6h GW62404 GWE62426 GW 62499 CW6E6004 GW66448 GW66304N CW66054N GW66504 GW66977
§ 3P+E 6h GW62408 GW62430 GW 62504 GW66008 GW66452 CW66208N GWE6058N GW66508 GW66981
3P+N+E 6h GW62409 GW62431 GW 62505 CW66009 GW66453 GW66209N CW66059N GW66509 GW66982
2P+E 6h GW62415 GW62437 GW625M GW66015 GW66459 GW6E6215N GW66065N GW 66515 GW66988
é 3P+E 6h GW62419 GW62441 GW62515 GW66019 GW66463 GW66219N GW66 063N GW66519 GW66992
E 3P+N+E | 6h GW62420 GW62442 GW62516 GW66020 GW66464 GW6E6220N GW66070N GW66520 GW66993
3P+E 3h = GW62556 GW62557 = - GW66357N - GWe6523 CW66936
“ 2P+E 6h - GW63448 GW63522 - - GW67253N - GW66527 CGW 66869
g 3P+E 6h = GW63452 GW63526 - - GW67263N - GW66531 CW66873
3 PN+E | 6h - GW63453 GW63527 ® ® GW67264N - GW66532 GW66 874
< 3P+E 6h - - CW62534 - - - - -
o 3P+N+E 6h - - CW62535 - - - - -
Socket All the Earth Hour References

The different positions of the earth contact identifies the entry position of the plug
and socket system, for specific applications, in accordance with the .E.C. 309
standard. The standard also calls for different colour code of the bodies for ease of

\ ‘ identification.
b q The hour references identity:-
’ ‘ - Polarity of circuits

- Various voltages and frequencies

- Special applications e.g. refrigerated
containers

The new range includes all the time references included in the standard EN60309-2. This
standard covers all the possible applications used in the industrial and commercial sector.
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